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PRODUCT SPECIFICATIONS

DIMENSIONS

Model A B C D E F G H I J

ARPF182416* 42�é” 22” 13½” 15½” 10” 14½” 1115/16” 13�é” 1715/16” 2”

ARPF193116* 46¾” 22” 17½” 19½” 10” 14½” 1115/16” 17�é” 1715/16” 2”

ARPF303016* 46¾” 22” 17½” 19½” 10” 14½” 1115/16” 17�é” 1715/16” 2”

ARPF363616* 46¾” 22” 17½” 19½” 10” 14½” 1115/16” 17�é” 1715/16” 14/5”

ARPF364216* 53¼” 24” 20” 22” 12” 14½” 1115/16” 19�ë 1915/16” 14/5”

ARPF374316* 53¼” 24” 20” 22” 12” 14½” 1115/16” 19�ë 1915/16” 14/5”

ARPF486016* 53¼” 24” 20” 22” 12” 14½” 1115/16” 19�ë 1915/16” 14/5”

ARPF496116* 53¼” 24” 20” 22” 12” 14½” 1115/16” 19�ë 1915/16” 14/5”

J

2 �9Ž
[7.30 cm]
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PRODUCT SPECIFICATIONS

AIRFLOW DATA

Model Motor
Speed

CFM delivered against External Static Pressure

0.1” 0.2” 0.3” 0.4” 0.5”

ARPF182416*

High 1,155 1,090 1,025 950 895

Med. 875 830 790 750 715

Low 640 610 570 535 490

ARPF193116*

High 1,135 1,085 1,025 965 915

Med. 860 825 780 750 680

Low 600 570 545 500 465

ARPF303016*

High 1,455 1,385 1,330 1,205 1,090

Med. 1,340 1,290 1,230 1,140 1,050

Low 1,075 1,030 980 910 840

ARPF363616*

High 1,345 1,290 1,230 1,150 1,070

Med 1,270 1,210 1,140 1,075 980

Low 1,045 1,005 955 885 805

ARPF364216*

High 1,700 1,680 1,645 1,610 1,535

Med. 1,500 1,480 1,440 1,380 1,325

Low 1,345 1,320 1,275 1,230 1,195

ARPF374316*

High 2,065 2,000 1,925 1,860 1,780

Med. 1,685 1,635 1,550 1,470 1,410

Low 1,490 1,425 1,345 1,280 1,205

ARPF486016*

High 2,135 2,080 1,985 1,900 1,805

Med. 1,975 1,935 1,875 1,775 1,675

Low 1,715 1,670 1,650 1,590 1,530

ARPF496116*

High 2,075 2,000 1,915 1,875 1,715

Med. 1,935 1,865 1,795 1,715 1,610

Low 1,670 1,625 1,585 1,525 1,455

Note: Assumes dry coil with filter in place; SCFM correction for wet coil = 4%
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PRODUCT SPECIFICATIONS

ACCESSORIES

FILTERS

Filter # Qty 
Required

1824 FIL 18-32 1
1931 FIL-36-42 1
3030/ 3636 FIL-36-42 1
3642 FIL 48-61 1
3743 FIL 48-61 1
4860/4961 FIL 48-61 1

DRAIN PAN INSULATION KITS

DOWNFLOW APPLICATIONS HORIZONTAL APPLICATIONS

Chassis Size Insulation Kit Chassis Size Insulation Kit
Small (15½”) DPI18-30/20 Small (15½”) DPIH18-32

Medium (19½”) DPI36-42/20 Medium (19½”) DPIH36-42
Large (22”) DPI48-60/20 Large (22”) DPIH48-61

Note: Each kit contains enough material to modify 20 coils

EXPANSION VALVE KITS FOR AIR CONDITIONING AND HEAT PUMP APPLICATIONS

Kit Number Description Application Refrigerant Tonnage: 
Outdoor Unit

XVB18-36C 20% Bleed Valve AC Only R-22 1½ - 3 Ton
XVB42-60C 20% Bleed Valve AC Only R-22 3½ - 5 Ton
XV18-36C Non-bleed Valve AC Only R-22 1½ - 3 Ton
XV42-60C Non-bleed Valve AC Only R-22 3½ - 5 Ton
TX2N2 Non-bleed Valve AC or HP R-22 1½ - 2 Ton
TX3N2 Non-bleed Valve AC or HP R-22 2½ - 3 Ton
TX5N2 Non-bleed Valve AC or HP R-22 3½ - 5 Ton
TX2N4 Non-bleed Valve AC or HP R-410A 1½ - 2 Ton
TX3N4 Non-bleed Valve AC or HP R-410A 2½ - 3 Ton
TX5N4 Non-bleed Valve AC or HP R-410A 3½ - 5 Ton

Heat Kits ARPF 
182416

ARPF 
193116

ARPF 
303016

ARPF 
363616

ARPF 
364216

ARPF 
374316

ARPF 
486016

ARPF 
496116*

HKR-03* X X X X X X X X
HKR-05*, HKR-05C* X X X X X X X X
HKR-06* X X X X X X X X
HKR-08*, HKR-08C* X1 X1 X X X X X X
HKR-10*, HKR-10C* X1 X1 X1 X X X X X
HKR-15C* X2 X2 X2 X2 X3 X3 X X
HKR-20C* X2 X3 X3 X X
HKR-21C* X2 X3 X3 X X
^ HKR3-15* X2 X2 X3 X3 X X
^ HKR3-20* X2 X3 X3 X X

* Revision level that may or may not be designated 
C Circuit breaker option 
^ Heat kit requires three-phase power supply

¹ Air handler must either be on medium or high speed 
² Air handler must be on high speed 
³ For static pressure of 0.6 or higher, air handler must be on 

medium or high speed




