





Propuct SPECIFICATIONS

SPECIFICATIONS
AWUF AWUF AWUF AWUF AWUF AWUF AWUF AWUF
18051/16 | 18081/16 | 24051/16 | 24081/16|24101/16 | 30051/16 | 30081/16 | 30101/16
Nominal Ratings
Cooling (BTU/h) 18,000 | 18,000 | 24,000 | 24,000 | 24,000 30,000 30,000 30,000
Electric Heat (kW) 5 8 5 8 10 5 8 10
Blower
Diameter 9 9 10 10 10 9 9 9
Width 6 6 6 6 6 8 8 8
Coil Drain Connection FPT " " " " " " E74 S8
Service Valve
Liquid %" %" %" %" %" %" %" %"
Suction %" %" %" %" %" 78 78 578
Electrical Data
Voltage 240/208 | 240/208 | 240/208 | 240/208 | 240/208 | 240/208 240/208 240/208
Min Circuit Ampacity 240V 26.7 39.7 26.7 39.7 52.7 27 40 53
Min Circuit Ampacity 208V 23.3 34.2 23.3 34.2 45.6 23.6 34.5 45.9
Max. Overcurrent Device 240v 30 40 30 40 60 30 40 60
Max. Overcurrent Device 208v 30 40 30 40 50 30 40 50
Minimum VAC 197 197 197 197 197 197 197 197
Maximum VAC 253 253 253 253 253 253 253 253
Blower Motor
FLA 1.35 1.35 1.35 1.35 1.35 1.61 1.61 1.61
HP 1/5 1/5 1/5 1/5 1/5 Vs V3 VA
Ship Weight (Ibs) 84 84 84 84 84 93 93 93
AWUF AWUF AWUF AWUF AWUF AWUF
36051/16 36081/16 36101/16 370516 370816 371016
Nominal Ratings
Cooling (BTU/h) 30,000-36,000| 30,000-36,000 | 30,000-36,000 | 30,000-36,000 | 30,000-36,000 | 30,000-36,000
Electric Heat (kW) 5 8 10 5 8 10
Blower
Diameter 9 9 9 10 10 10
Width 8 8 8 8 8 8
Coil Drain Connection FPT EZ s EZ s EZ s
Service Valve
Liquid %" %" %" %" %" %"
Suction E78 Y E78 Y E78 Y
Electrical Data
Voltage 240/208 240/208 240/208 240/208 240/208 240/208
Min Circuit Ampacity 240V 27 40 53 30.1 43.2 56.2
Min Circuit Ampacity 208V 23.6 34.5 45.9 26.8 38.1 49.3
Max. Overcurrent 240v 30 40 60 30 50 60
Max. Overcurrent 208v 30 40 50 30 40 50
Minimum VAC 197 197 197 197 197 197
Maximum VAC 253 253 253 253 253 253
Blower Motor
FLA 1.61 1.61 1.61 4.1 4.1 4.1
HP Vs Vs Vs 1/2 1/2 1/2
Ship Weight (Ibs) 96 96 96 96 96 96
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ProDUCT SPECIFICATIONS

DiMENSIONS

Small Chassis Large Chassis
(AWUF18/24) (AWUF30/36/37)

A 36”7 A 367

B 20%s" B 24"

c 167%" C 21"

D 16” D 197"

E 11~ E 157"

Filter 14" x 18" x 1" Filter 16" x 20" x 1”
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Propuct SPECIFICATIONS

Arrrow Daa
CFM delivered against External Static Pressure
Model Speed
0.1” 0.2” 0.3” 0.4” 0.5”
High 750 730 690 650 595
AWUF18***1/16
Low 710 700 690 635 585
High 880 845 810 770 735
AWUF24***1/16
Low 845 815 780 745 705
High 1,250 1,195 1,135 1,085 1,010
AWUF30***1/16
Low 1,110 1,055 1,020 955 905
High 1,215 1,145 1,070 985 890
AWUF36***1/16
Low 1,120 1,065 1,000 915 820
T2 1,086 1,061 1,028 996 950
T3 1,205 1,174 1,150 1,115 1,073
AWUF37***16
T4 1,275 1,244 1,202 1,156 1,100
T5 1,326 1,284 1,232 1,181 1,115
%
Heanine Capacity Correcrion Factor
Supply Voltage 240 230 220 210 208
Correction Factor 1.00 .92 .84 .76 74

* Multiply 240-volt capacity by correction factor
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ProDUCT SPECIFICATIONS

AWUF18 - AWUEF36 WiriNG DiaRAMmS
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Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.

A\ WrrNING

High Voltage:
Disconnect all power before servicing orinstalling this unit. Multiple power sources may
be present. Failure to do so may cause property damage, personal injury, or death.
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Propuct SPECIFICATIONS

AWUE37 WiriNG DiacRams

Disconnect all power before servicing orinstalling this unit. Multiple power sources may
be present. Failure to do so may cause property damage, personal injury, or death

High Voltage:

A WARNING

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date information.
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